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Hardware Requirements and Setup

PC HardWare Requirements :

HDD, CD Rom, 486 PC or above, with available USB port
EGA or higher monitor
4M bytes or more memory size

PC HardWare Setup :

Connect the Meter with PC by USB cable



Software Requirements and Setup

1 Start up windows 7 / 8 / 10 operating system
2 Close all other applications

3 Insert the disk in CD drive

(if autorun does not start, open the CD drive
then execute “Install\setup.exe” )

Follow the on-screen instructions.
1).

LuminanceMeter - InstallShield Wizard

Preparing to Install...

LuminanceMeter Setup is preparing the InstallShield Wizard,
which will guide you through the program setup process,
Please wait.

Extracting: LuminanceMeter.msi

E Cancel

Setup will run automatically.

2).

ﬂ LuminanceMeter - InstallShield Wizard x

Welcome to the InstallShield Wizard for
LuminanceMeter

The InstallShield(R) Wizard will install LuminanceMeter on your
computer. To continue, dick Mext.

WARNING: This program is protected by copyright law and
international treaties.

Click Next> button



3).

‘E LuminanceMeter - InstallShield Wizard »

Ready to Install the Program
The wizard iz ready to begin installation.

Click Install to begin the installation.

InstallShield

< Back *‘.‘W Cancel

Click Install button

If there shows a “User Account Control” window that asks
“Do you want to allow the following program from an unknown
publisher to make changes to this computer?”

Click Yes button

4).

ﬁ Luminanceleter - InstallShield Wizard b

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed
LuminanceMeter. Click Finish to exit the wizard.

Click Finish button to complete.



On-Line Operation

B Run the software

. Run
1. Click 1 uminancebdeter

2. Main software screen
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If no connection then there shows “ No Connection” on the screen
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B Download Data

1. Download Data from EEP ROM

Click ﬂ button. The Data Logger window, shown below, will open.

@ Data LDQQE.‘F W Data List ®
Start Time [ DaefTime [ cdm2 i -
1| 2018/05816 15024400 B 1994/00/00 03:38:04 54.25 1583
1954/00/00 03:3%:05 54,25 1583
2| 2018/08A1615:27:17 1994/00/00 03:36:06 54.18 1581
100% 3l 2m18/05416 154810 1954/00/00 03:3%:07 5418 1581
L e 1954/00/00 03:38:08 5418 1581
4] 2018/05/16 16:27:26 1954/00/00 03:3%:09 54,22 1582
a 2018/06/07 11:33:58 139400400 03:36:10 54,75 15.83
TP 1954/00/00 03:38:11 5425 1583
6| 2018/06/07 11:41:47 1954/00/00 033812 54,25 1583
7 19394/00/00 00:00:16 1994400400 03:38:13 54,29 15.84
=7 1954/00/00 033814 54.29 15.84
3805184k Bytes 8] 1334/00/00 00:34:06 1954/00/00 03:3%:15 54.29 1584
9] 193400400 03:35:04 1934/00/00 03:38 16 5479 15,84
|:| 1954/00/00 03:38:17 54.29 1584
1954/00/00 03:38:18 5432 1585
|:| > 1954/00/00 03:33:19 5436 1586 o

Click on a SET number to view the set’s details. For example, in the window above,
there are 9 sets from which to choose. The list rightside is an example of an opened
set.

Click ‘ﬁ‘ button to draw graphic
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To erase saved data in EEP ROM, click % in the Menu Bar or the Memory label
(see below) in the Data Logger window Press OK

@ Data Logger >

Start Time

20158405416 15:02:44
28056152717
20158405416 15:483:10
2M8/0541616:27:26
2018406407 11:33:58
2018/06/07 11:41:47
1934/00/00 00:00:16
2805184k B-:.'te-a 1934,/00/00 00: 34:06
1334./00/00 03:38:04

100%s

r ™
Warning ﬁ

/ l} All the data in memory will be deleted!

Cancel |

Press OK to confirm.



B Sampling Time

Click @ on the Menu Bar to set the meter sampling time.

Input Sampling Time

Enter the SAMPLIMG TIME
00:00:070 <= hh:nnss <= 01:00:00

>
Cancel

Input a sampling time and then click "OK" button to confirm.



B RTC ( Real Time Clock)

Click ‘ on the Menu Bar to set the meter time to PC system time.

Time
PC System Time
Meter Time

‘Set Meter Time To System Timei| |

Exit .

Click PC System Time g show PC System Time or Meter Time to show Meter
Time.

Time
2012/10/29 11:06:52

Meter Time

‘Set Meter Time To System Time |

asasasensnsassnsass

| Exit |

Click | Set Meter Time To System Time | to set the meter time to PC system time.

Time
2012/10/29 11:07:28
2012/02/20 11:09:28

‘Set Meter Time To System Time!| |

Exit .




